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on sted rails within a concrete vault. The
tank held approximately 120 gallons.
Origindly, a below ground inlet line
extended from the building and discharged
to the steel tank. The tank was emptied
frequently, and the waste disposed of off
ste. Any overflow from the tank would
have discharged through a drain line that
connects to the PRS 18-003(b) drain line
and drain field.

In 1996, the contents of the steel
settling tank were removed, and the interior
was cleaned as part of an interim action at
PRS 18-003(a). A best management
practice exercise was conducted in 1997 that
included removing and disposing of the steel
settling tank, plugging the inlet and outlet
lines as they entered the vault, and then
grouting the interior of the vault with
concrete to prevent any potential releases to
aluvial groundwater.

PRS 18-003(3) is listed on the
Hazardous and Solid Waste Amendments
module of the Laboratory's Hazardous
Weaste Facility permit. ER Project personnel

is part of avoluntary corrective measures
plan designed to
Collect supplemental surface and
subsurface soil samples,
Determine the nature and extent of soil
contamination (if present) from the
supplemental data,
Assess the potential human health and
ecological risks; and
Clean up the dite by excavation, as
necessary.

The vault at PRS 18-003(a) will not be
removed as part of the voluntary corrective
measures because it was grouted in place,
making removal impractical. This project
has not been funded.
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